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DRIVERS a tensione costante ROSONE ON/OFF
DRIVERS constant voltage CEILING ROSE ON/OFF
0161/100/48 0992/150 .01 Bianco - White
LED driver 3 30 .02 Nero - Black
QU 8ev- Soow ( OUT A8 - 50w
ON/OFF

21x7,5%x3,5cm @ 8cm SELV
0161/150/48 Vi "
LED driver 130Kg
OuF dav 50w (
21x7,5%x3,5cm @ 8cm SELV

DRIVERS DIMMERABILI a tensione costante

DIMMABLE LED DRIVERS constant voltage

0717/DIM100/48

Dimmable driver

DU eV 00w e

21x7,5%x3,5cm @8,2 cm SELV “'-'_)

0717/DIM150/48

Dimmable driver

IN: 220 - 240V

OUT: 48V - 150W ,

21x7,5x3,5¢cm @8,2 cm SELV ““_]'
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La presente scheda tecnica é di proprieta di EGOLUCE srl. Tutti i diritti sono riservati. Le fotografie, le descrizioni degli apparecchi, i disegni quotati ed i valori fotometrici menzionati
sono a titolo indicativo e non costituiscono alcun impegno per la nostra societa che si riserva di apportare, in qualsiasi momento e senza preavviso, tutte le modifiche che riterra opportune.
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